




AS 1562.3:2006 Design and installation of sheet roof and wall cladding Part 3:  Plastic

.UV stabilised resin
.Fibreglass reinforced

.100 micron 
UV resistant  Gel Coat

Gel Coated Premium grade



Australian owned and operated

Gel coat was 
the most resistant coating. A correctly 
formulated gel coat being more  
effective than the use of weather 
resistant thermoplastic surface films.’

Wonderglas GC has also been tested at Allunga Qld, through the Allunga 
Exposure Laboratory. Allunga is an independent laboratory that specialises 
in natural weather testing, and is well known in Australia and overseas. All 
methods of testing are performed to strict Australian Standards. The Altrac 
system (in which the sample tracks the sun), is generally accepted to have 
a 5:1 weathering value. The Wonderglas GC result was a light loss of 22% 
over a period equivalent to 20 years exposure. The test product still displays 
a very smooth, glossy surface with no fibreshow at all.

The Wonderglas GC technology was developed in the United States through 
BP Chemicals, and has been in the American market for in excess of 25 years 
and widely used throughout Australia since 1994.

(A) a per iod  of  25 years (pro-rat a cover) f or  t he f o l low ing:

(B) a per iod of  10 years (pro-rat a cover) f or  t he f o l low ing:

Warrant y cond it ions:

Rep lacem ent  or ref in ishing


